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instead report the information speci-
fied in § 63.104(f)(2) in the Periodic Re-
ports required by the general reporting
requirements in § 63.1439(e)(6), for the
purposes of this subpart.

(e) When the HON heat exchange sys-
tem requirements in § 63.104 refer to
Table 4 of 40 CFR part 63, subpart F or
Table 9 of 40 CFR part 63, subpart G,
the owner or operator is only required
to consider organic HAP listed in Table
4 of 40 CFR part 63, subpart F or 40 CFR
part 63, Table 9 of subpart G that are
also listed on Table 4 of this subpart,
for the purposes of this subpart.

[64 FR 29439, June 1, 1999, as amended at 65
FR 26501, May 8, 2000]

EFFECTIVE DATE NOTE: At 65 FR 26501, May
8, 2000, was amended by revising paragraph
(c), effective July 7, 2000. For the conven-
ience of the user, the superseded text is set
forth as follows:

§ 63.1435 Heat exchanger provisions.

* * * * *

(c) When the HON heat exchange system
requirements in § 63.104(c)(3) and § 63.104(f)(1)
specify that the monitoring plan and records
required by § 63.104(f)(1)(i) through (iv) shall
be kept as specified in the HON general com-
pliance, reporting, and recordkeeping provi-
sions in § 63.103(c), the provisions of the gen-
eral recordkeeping and reporting require-
ments in § 63.1439(a) and the applicable provi-
sions of the General Provisions in 40 CFR
part 63, subpart A, as specified in Table 1 of
this subpart, shall apply for the purposes of
this subpart.

* * * * *

§ 63.1436 [Reserved]

§ 63.1437 Additional requirements for
performance testing.

(a) Performance testing shall be con-
ducted in accordance with § 63.7(a)(1),
(a)(3), (d), (e)(1), (e)(2), (e)(4), (g), and
(h), with the exceptions specified in
paragraphs (a)(1) through (4) of this
section and the additions specified in
paragraph (b) of this section.

(1) Performance tests shall be con-
ducted according to the general provi-
sions’ performance testing require-
ments in § 63.7(e)(1) and (2), except that
for all emission sources except process
vents from batch unit operations, per-
formance tests shall be conducted dur-

ing maximum representative operating
conditions for the process achievable
during one of the time periods de-
scribed in paragraph (a)(1)(i) of this
section, without causing any of the sit-
uations described in paragraph (a)(1)(ii)
or (iii) of this section to occur. For
process vents from batch unit oper-
ations, performance tests shall be con-
ducted either at absolute worst-case
conditions or hypothetical worst-case
conditions, as defined in
§ 63.1426(c)(3)(i)(B), that are achievable
during one of the time periods de-
scribed in paragraph (a)(1)(i) of this
section, without causing any of the sit-
uations described in paragraph (a)(1)(ii)
or (iii) of this section to occur.

(i) The 6-month period that ends 2
months before the Notification of Com-
pliance Status is due, according to
§ 63.1439(e)(5); or the 6-month period
that begins 3 months before the per-
formance test and ends 3 months after
the performance test.

(ii) Causing damage to equipment;
necessitating that the owner or oper-
ator make a product that does not
meet an existing specification for sale
to a customer; or necessitating that
the owner or operator make a product
in excess of demand.

(iii) Causing plant or testing per-
sonnel to be subject to unsafe condi-
tions. Owners or operators that limit
testing based on this paragraph shall
maintain documentation that dem-
onstrates the nature of the unsafe con-
ditions and explains measures consid-
ered by the owner or operator to over-
come these conditions. If requested,
this documentation shall be provided
to the Administrator.

(2) When the General Provisions’ data
analysis, recordkeeping, and reporting
requirements in § 63.7(g) refer to the
Notification of Compliance Status re-
quirements in § 63.9(h), the Notification
of Compliance Status requirements in
§ 63.1439(e)(5) shall instead apply, for
the purposes of this subpart.

(3) Because the General Provisions’
site-specific test plan in § 63.7(c)(3) is
not required, the General Provisions’
requirement for the Administrator to
approve or deny site-specific test plans,
in § 63.7(h)(4)(ii), is not applicable for
the purposes of this subpart.
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(4) The owner or operator of an af-
fected source shall provide the Admin-
istrator at least 30 days prior notice of
any performance test, except as speci-
fied under other subparts, to afford the
Administrator the opportunity to have
an observer present. If after 30 days no-
tice for an initially scheduled perform-
ance test, there is a delay (due to oper-
ational problems, etc.) in conducting
the scheduled performance test, the
owner or operator of an affected source
shall notify the Administrator (or dele-
gated State or local agency) as soon as
possible of any delay in the original
test date, either by providing at least 7
days prior notice of the rescheduled
test date of the performance test, or by
arranging a rescheduled date with the
Administrator (or delegated State or
local agency) by mutual agreement.

(b) Data shall be reduced in accord-
ance with the EPA approved methods
specified in the applicable subpart or,
if other test methods are used, the data
and methods shall be validated accord-
ing to the protocol in Method 301, 40
CFR part 63, appendix A.

(c) Notwithstanding any other provi-
sion of this subpart, if an owner or op-
erator of an affected source uses a flare
to comply with any of the require-
ments of this subpart, the owner or op-
erator shall comply with paragraphs
(c)(1) through (3) of this section. The
owner or operator is not required to
conduct a performance test to deter-
mine percent emission reduction or
outlet organic HAP or TOC concentra-
tion. If a compliance demonstration
has been conducted previously for a
flare, using the techniques specified in
paragraphs (c)(1) through (3) of this
section, that compliance demonstra-
tion may be used to satisfy the require-
ments of this paragraph if either no de-
liberate process changes have been
made since the compliance demonstra-
tion, or the results of the compliance
demonstration reliably demonstrate
compliance despite process changes.

(1) Conduct a visible emission test
using the techniques specified in
§ 63.11(b)(4) of the General Provisions;

(2) Determine the net heating value
of the gas being combusted, using the
techniques specified in § 63.11(b)(6) of
the General Provisions; and

(3) Determine the exit velocity using
the techniques specified in either
§ 63.11(b)(7)(i) (and § 63.11(b)(7)(iii),
where applicable) or § 63.11(b)(8) of the
General Provisions, as appropriate.

[64 FR 29439, June 1, 1999, as amended at 65
FR 26501, May 8, 2000]

EFFECTIVE DATE NOTE: At 65 FR 26501, May
8, 2000, § 63.1437, was amended by revising
paragraph (a)(1) introductory text, effective
July 7, 2000. For the convenience of the user,
the superseded text is set forth as follows:

§ 63.1437 Additional requirements for per-
formance testing.

(a) * * *
(1) Performance tests shall be conducted

according to the General Provisions’ per-
formance testing requirements in § 63.7(e)(1)
and (2), except that for all emission sources
except process vents from batch unit oper-
ations, performance tests shall be conducted
during maximum representative operating
conditions for the process achievable during
one of the time periods described in para-
graph (a)(1)(i) of this section, without caus-
ing any of the situations described in para-
graph (a)(1)(ii) or (iii) of this section to
occur. For process vents from batch unit op-
erations, performance tests shall be con-
ducted at absolute worst-case conditions, as
defined in § 63.1426(c)(3)(i)(B), that are achiev-
able during one of the time periods described
in paragraph (a)(1)(i) of this section, without
causing any of the situations described in
paragraph (a)(1)(ii) or (iii) of this section to
occur.

* * * * *

§ 63.1438 Parameter monitoring levels
and excursions.

(a) Establishment of parameter moni-
toring levels. The owner or operator of a
combustion, recovery, or recapture de-
vice that has one or more parameter
monitoring level requirements speci-
fied under this subpart shall establish a
maximum or minimum level for each
measured parameter. If a performance
test is required by this subpart for a
combustion, recovery, or recapture de-
vice, the owner or operator shall use
the procedures in either paragraph (b)
or (c) of this section to establish the
parameter monitoring level(s). If a per-
formance test is not required by this
subpart for a combustion, recovery, or
recapture device, the owner or operator
may use the procedures in paragraph
(b), (c), or (d) of this section to estab-
lish the parameter monitoring levels.

VerDate 11<MAY>2000 09:56 Aug 11, 2000 Jkt 190144 PO 00000 Frm 00575 Fmt 8010 Sfmt 8002 Y:\SGML\190144T.XXX pfrm01 PsN: 190144T


